
Hogan Home Inspection
(801) 864-5850

www.hoganhomeinspection.com
devin@hoganhomeinspection.com

Inspected By: Devin Hogan

Home Inspection Report
Prepared For:
John Doe

Property Address:
Somewere In


Draper, UT 84020
Inspected on Thu, Nov 3 2016 at 1:00 PM



Somewere In, Draper, UT 84020

Table of Contents

General 4
Site / Grounds 4
Exterior 8
Roofing 13
Structure 17
Electrical 20
HVAC 21
Plumbing 26
Bathrooms 28
Interior 31
Laundry 35
Kitchen 36
Garage 37
Report Summary 38

Page 2 of 58



Somewere In, Draper, UT 84020

Thank you for the opportunity to conduct a home inspection of the property listed above. We 
understand that the function of this report is to assist you in understanding the condition of the 
property to assist in making an informed purchase decision.



The report contains a review of components in the following basic categories: site, exterior, 
roofing, structure, electrical, HVAC, plumbing, and interior. Additional categories may or may not 
be included. The report is designed to be easy to read and comprehend however it is important to 
read the entire report to obtain a full understanding of the scope, limitations and exclusions of 
the inspection.



In addition to the checklist items of the report there are several comments which are meant to 
help you further understand certain conditions observed. These are easy to find by looking for 
their icons along the left side margin. Comments with the blue icon are primarily informational 
and comments with the orange icon are also displayed on the summary. Please read them all.



DEFINITION OF CONDITION TERMS

Satisfactory: At the time of inspection the component is functional without observed signs of a 
substantial defect.



Marginal: At the time of inspection the component is functioning but is estimated to be nearing 
end of useful life. Operational maintenance recommended. Replacement anticipated.



Repair or Replace: At the time of inspection the component does not function as intended or 
presents a Safety Hazard. Repair or replacement is recommended.



Further Evaluation: The component requires further technical or invasive evaluation by qualified 
professional tradesman or service technician to determine the nature of any potential defect, the 
corrective action and any associated cost. 





This report is the exclusive property of this inspection company and the client(s) listed in the 
report title. Use of this report by any unauthorized persons is prohibited. This report is conducted 
in accordance with NACHI guidelines and standards of practice. This report does not include 
inspections for Wood destroying insects or vermin, Molds, Narcotics, Radon, Lead Paint, 
Asbestos or other Hazardous Materials.








Page 3 of 58



Somewere In, Draper, UT 84020

General
Property Type: Single Family
Approximate Age: 15 Years
Furnished: No
Weather: Sunny
Temperature: Cool
Soil Condition: Damp
Utilities On During Inspection: Electric Service, Gas Service, Water Service
People Present: Client, Buyers Agent

Site / Grounds
The condition of the vegetation, grading, surface drainage and retaining walls that are likely 
to adversely affect the building are inspected visually as well as adjacent walkways, patios 

and driveways.

Site Grading: 

Condition: Marginal

Vegetation: Growing Against Structure

Condition: In Need of Repair

Driveway, Walkways, Steps And Concrete

Stoop: Condition: Marginal
Patios/Decks: Pavers


Condition: Satisfactory

Comment 1:
Downspouts had no extensions. This can result in water accumulating around the 
structure's foundation, or in basements. Accumulated water is a conducive 
condition to wood destroying insects and molds, it adds potential for flooding and 
may also cause the foundation to settle and possibly fail over time. Repairs should 
be made as necessary, such as installing extensions or installing and/or repairing 
tie-ins to underground drain lines, so rain water is carried at least several feet away 
from the structure to soil that slopes down and away from the structure.
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Somewere In, Draper, UT 84020

(Site / Grounds continued)

Figure 1-1

Comment 2:
I recommend that you prune or remove any plants and trees that are in contact or 
proximity to home to eliminate damage to the exterior and pathways of wood 
destroying insects. 

Figure 2-1
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Somewere In, Draper, UT 84020

(Site / Grounds continued)

Comment 3:
The front walkway has settled about a half inch or so. This should not be a major 
concern. But could be considered a trip hazard, especially if settling continues. If it 
does, consider having the edges ground down or having it raised and leveled out by 
a concrete lifter. 

Figure 3-1

Comment 4:
Sprinklers were found to be spraying onto the exterior of the home and into window 
wells. I recommend that you have these sprinklers be properly adjusted to prevent 
any possible water related issues.
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Somewere In, Draper, UT 84020

(Site / Grounds continued)

Figure 4-1 Figure 4-2

Figure 4-3
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Somewere In, Draper, UT 84020

(Site / Grounds continued)

Comment 5:
Grading at one of the back window wells was level with the top of the well. I 
suggest that you have this area dug down 6 inches or so below the top of the well 
to help prevent any possible water intrusion issues.

Figure 5-1

Exterior
The visible condition of exterior coverings, trim and entrances are inspected with respect to 

their effect on the condition of the building.

Exterior Covering: Stucco, Stone

Condition: In Need of Repair

Exterior Trim Material: Wood, Aluminum

Condition: In Need of Repair

Windows: Vinyl

Condition: In Need of Repair

Entry Doors: Metal

Condition: Satisfactory
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Somewere In, Draper, UT 84020

(Exterior continued)

Comment 6:
The seal at the block window at the back of the home was in poor condition. This 
may result in moisture from making its way behind the stucco and causing 
damage. I recommend having a qualified contractor evaluate and make repairs as 
necessary.

Figure 6-1

Comment 7:
Multiple windows at the home had missing and damaged screens. Replacement 
screens may be necessary if you wish to keep bugs out in the cooler months of the 
year. 
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Somewere In, Draper, UT 84020

(Exterior continued)

Figure 7-1 Figure 7-2

Comment 8:
There was minor rusting noted at one of the backdoors. It would be a good idea to 
grind this area down and repainted to help prevent further rusting and deterioration. 
If rusting worsens, this door will need to be replaced in the future.

Figure 8-1
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Somewere In, Draper, UT 84020

(Exterior continued)

Comment 9:
Minor damage was noted to the stucco at multiple locations on the exterior. I 
recommend that you have a stucco contractor evaluate and make repairs as 
necessary to help prevent moisture from making its way beneath the stucco and 
possibly causing damage.

Figure 9-1 Figure 9-2

Figure 9-3
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Somewere In, Draper, UT 84020

(Exterior continued)

Comment 10:
Door trim has exposed wood due to deteriorated and weathered paint. It should be 
sanded or scraped  and repainted to prevent further damage.  Easy fix.  

Figure 10-1

Comment 11:
OSB he was exposed at the garages man door at the back of the home. I 
recommend having a qualified person make repairs as necessary to help prevent 
moisture from damaging this OSB. It is likely that larger trim will just need to be 
installed.  
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Somewere In, Draper, UT 84020

(Exterior continued)

Figure 11-1

Roofing
The visible condition of the roof covering, flashings, skylights, chimneys and roof 
penetrations are inspected. The purpose of the inspection is to determine general 

condition, NOT to determine life expectancy.

Inspection Method: Walked Roof
Roof Covering: Architectural shingles


Condition: Further Evaluation Required
Approximate Roof Age: 15 Years
Flashings: Metal, Tar / Caulk , Plastic/Rubber 


Condition: In Need of Repair
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Somewere In, Draper, UT 84020

(Roofing continued)

Comment 12:
Rain gutters were missing at the east side of the home at the garage. I recommend 
that you consider having gutters installed to help prevent moisture at the 
foundation which may lead to accelerated settling.

Figure 12-1

Comment 13:
Debris had accumulated in the rain gutters. This is a conducive condition for wood 
destroying insects since gutters may overflow and cause water to come in contact 
with the structure's exterior or make water accumulate around the foundation. 
Gutters should be cleaned now and as necessary in the future.
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Somewere In, Draper, UT 84020

(Roofing continued)

Figure 13-1

Comment 14:
The plumbing vent boots are damaged and should be replaced to prevent water 
intrusion and possible damage.   

Figure 14-1 Figure 14-2
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Somewere In, Draper, UT 84020

(Roofing continued)

Comment 15:
Repair work was noted at one of the valleys at the back of the home. These repairs 
seemed to have been made well. There was however, a bead of silicone applied to 
this valley. When repairs are made correctly, no sealant at the roofs surface should 
be necessary. 

There were no signs of active leaking in the attic space in this area. If concerned, I 
recommend that you have a roofer evaluate.   

Figure 15-1

Comment 16:
The roof covering overall is in pretty good shape. It is showing some signs of wear 
and the granule surface is starting to deteriorate a little bit. You may want to 
consider budgeting for a new roof in the next seven to 10 years or so.  
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Somewere In, Draper, UT 84020

(Roofing continued)

Figure 16-1 Figure 16-2

Structure
The visible condition of the structural components is inspected. The determination of 

adequacy of structural components is beyond the scope of a home inspection.

Foundation Material: Poured Concrete

Condition: Satisfactory

Signs of Water Penetration: Stains, Efflorescence

Condition: Marginal

Floor Structure: Engineered I-Joist

Condition: Satisfactory

Subflooring: Oriented Strand Board

Condition: Satisfactory
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Somewere In, Draper, UT 84020

(Structure continued)

Comment 17:
There was some efflorescence and staining noted in the cold storage room. No 
elevated levels of moisture were detected at the time of inspection. Recommend 
monitoring this area.

Figure 17-1

Attic
Attic Entry: Garage
Roof Framing Type: Wood Trusses


Condition: Satisfactory
Roof Deck Material: Oriented Strand Board


Condition: Marginal
Insulation: Blown In Cellulose


Condition: Satisfactory
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(Attic continued)

Comment 18:
There were signs of moisture intrusion at two locations in the attic space. One at 
the side of the garage. The other above the front entryway. I recommend that you 
have a qualified roofer evaluate the roofs surface in these locations and make any 
repairs as necessary.

Figure 18-1 Figure 18-2

Figure 18-3
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Somewere In, Draper, UT 84020

Electrical
The inspector can not inspect hidden wiring or verify if the number of outlets is per the 

National Electric Code. A representative number of outlets, switches and fixtures are tested 
for operation. 

Distribution Panel Manufacturer: Square D

Condition: Satisfactory

Service Voltage: 240 volts
Service Amperage: 125 amps
Service Panel Ground: Unknown Not Visable
Branch Circuit Wiring: Non-Metallic Shielded Copper (Romex)


Condition: Satisfactory
Overcurrent Protection: Breakers


Condition: Satisfactory

Comment 19:
This is the main electrical shut-off located here at the meter.  

Figure 19-1
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Somewere In, Draper, UT 84020

HVAC
The following items are not included in this inspection: humidifiers, dehumidifiers, 

electronic air filters; solar, coal or wood-fired heat systems; thermostat or temperature 
control accuracy and timed functions; heating components concealed within the building 
structure or in inaccessible areas; underground utilities and systems; safety devices and 

controls (due to automatic operation). Any comments made regarding these items are as a 
courtesy only. Note that the inspector does not provide an estimate of remaining life on 

heating or cooling system components, does not determine if heating or cooling systems 
are appropriately sized, does not test coolant pressure, or perform any evaluations that 
require a pilot light to be lit, a shut-off valve to be operated, a circuit breaker to be turned 
"on" or a serviceman's or oil emergency switch to be operated. It is beyond the scope of 

this inspection to determine if furnace heat exchangers are intact and free of leaks. 
Condensation pans and drain lines may clog or leak at any time and should be monitored 
while in operation in the future. Where buildings contain furnishings or stored items, the 

inspector may not be able to verify that a heat source is present in all "liveable" rooms (e.g. 
bedrooms, kitchens and living/dining rooms).

Comment 20:
There was a significant amount of staining on the floor and rusting inside of the 
HVAC unit. This is an indication that we may have had  an issue with the 
condensate drain line in the past. Because the air conditioning unit was not tested 
for an extended period time,further evaluation will be necessary to determine if 
there still an issue here. If concerned, I recommend that you have a an HVAC 
contractor evaluate and make any repairs as necessary.
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Somewere In, Draper, UT 84020

(HVAC continued)

Figure 20-1 Figure 20-2

Comment 21:
The furnace filter was dirty. I recommend that you replace the filter to ensure 
efficiency of the unit. It was also incorrectly sized. I recommend that you make sure 
to install the properly sized filter to ensure the air does not bypass and cause any 
issues.

Figure 21-1
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Somewere In, Draper, UT 84020

(HVAC continued)

Comment 22:
There was a small gap between the return, just after the filter at the HVAC unit in 
the basement. I recommend that you seal this area even if it's just with foil tape to 
prevent air from entering into the unit before being filtered.

Figure 22-1

Heating
The heating system is inspected visually and operated by normal controls to 

determine general condition NOT life expectancy. The capacity or adequacy of the 
heating system is beyond the scope of a home inspection. A licensed HVAC 

contractor should be consulted if in question.

Heating Fuel: Natural Gas
Approximate Age: 15 Years
Filter Type: Disposable


Condition: In Need of Repair
Type of Distribution: Metal Ducting


Condition: Satisfactory
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Somewere In, Draper, UT 84020

(Heating continued)

Comment 23:
The furnace was functioning well. 

Figure 23-1 Figure 23-2

Furnaces over 10 years old should be checked, cleaned and serviced yearly by a 
licensed contractor.

Cooling
The cooling system is inspected by operation of the equipment by normal controls 
to determine general condition NOT life expectancy. The capacity or adequacy of 

cooling system is beyond the scope of a home inspection. A licensed HVAC 
contractor should be consulted if in question.

Type of Equipment: Central air
Condenser Approximate Age: 15 Years
Condesate Drainage: To Floor Drain


Condition: Further Evaluation Required
Tested ?: Yes


Condition: Satisfactory
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Somewere In, Draper, UT 84020

(Cooling continued)

Comment 24:
The air conditioner was functioning well.  

Figure 24-1 Figure 24-2

Figure 24-3

Air conditioners over 10 years old and heat pumps over 5 years old should be 
checked, cleaned and serviced yearly by a licensed contractor.
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Somewere In, Draper, UT 84020

Plumbing
The plumbing system is inspected visually and by operating a representative number of 
fixtures and drains. Private water and waste systems are beyond the scope of a home 

inspection.

Supply Pipe Material: PEX

Condition: Satisfactory

Waste Pipe Material: ABS Plastic

Condition: Satisfactory

Comment 25:
The main gas shut off is located here at the meter.  

Figure 25-1
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Somewere In, Draper, UT 84020

(Plumbing continued)

Comment 26:
The main water shut-off is located in the basement.   

Figure 26-1

Water Heater
Capacity: 50 gal
Approximate Age: 3 Years
Temp & Pressure Relief Valve: Present With Blow Off Leg


Condition: Satisfactory
Fuel Disconnect: Within Sight of Equipment
Seismic Straps Installed: Yes


Condition: Satisfactory
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(Water Heater continued)

Comment 27:
The thermal expansion tank was not braced.  This may cause stress on the copper 
plumbing which could result in leaks. Recommend adding some bracing to prevent 
any problems. 

Figure 27-1

Bathrooms

Bathrooms
Bath Tubs And Showers: 


Condition: Satisfactory
Sinks: 


Condition: In Need of Repair
Toilets: 


Condition: In Need of Repair
GFCI Protection: Outlets


Condition: Satisfactory
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Somewere In, Draper, UT 84020

(Bathrooms continued)

Comment 28:
The drain in the basement bathroom sink drained a little slowly. Will most likely be 
fixed by using a liquid drain cleaner.  If drain cleaner does not do the trick a plumber 
may need to evaluate and repair as necessary. 

Figure 28-1

Comment 29:
One of the drawers in the master bathroom was off of its tracks and did not open 
and close as intended. Repairs to this chore will be necessary
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(Bathrooms continued)

Figure 29-1 Figure 29-2

Comment 30:
Grout was deteriorated at the master shower. Repairs will be necessary to ensure 
that moisture does not make its way behind the wall and cause damage in the 
future.

Figure 30-1
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(Bathrooms continued)

Comment 31:
The hallway bathrooms toilet was loose.  A new wax ring may need to be installed. 
Toilets should be securely anchored to the floor to prevent movement and leaking.


Figure 31-1

Interior
The interior inspection is limited to readily accessible areas that are not concealed by 

furnishings or stored items. A representative number of windows and doors. 

Floors: Tile, Carpet

Condition: Satisfactory

Walls: Drywall 

Condition: Marginal

Window Types: Single Hung, Sliders

Condition: In Need of Repair

Exit Door Types: Hinged

Condition: Satisfactory

Interior Doors: 

Condition: Satisfactory
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(Interior continued)

Comment 32:
And interior window pane was cracked at one of the bedrooms at the front of the 
home. A replacement pane will need to be installed by a qualified contractor to 
prevent possible injuries.  

Figure 32-1

Comment 33:
One of the louvers at the kitchen window was damaged. This entire set of blinds 
was also not secured properly. Repairs to the louver and the blind will be 
necessary.
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(Interior continued)

Figure 33-1 Figure 33-2

Comment 34:
FYI: there was a hole cut at the ceiling in one of the basement bedroom closets. 
You may wish to have this patched or have a cover installed.

Figure 34-1
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(Interior continued)

Comment 35:
There was minor damage noted to a few windowsills throughout the home. This is 
likely due to some minor water intrusion. I recommend having a qualified contractor 
evaluate the windows at the exterior and seal them as necessary.  

Figure 35-1

Comment 36:
Minor damage was noted to the drywall in a few areas. You may wish to have 
repairs made. 
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(Interior continued)

Figure 36-1

Laundry
Built In Cabinets: Yes


Condition: Satisfactory
Laundry Sink: Not Present
Dryer Venting: To Exterior


Condition: Satisfactory
Laundry Hook Ups: Electric

Comment 37:
The interior window pain in the laundry room was broken/missing. I recommend 
that you have this window replaced.
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(Laundry continued)

Figure 37-1

Kitchen
Cabinets: Wood


Condition: Satisfactory
Countertops: Composite


Condition: Satisfactory
Sink: Double


Condition: Satisfactory

Appliances
This is a cursory check only of the specified appliances. The accuracy or operation 

of timers, temperature or power level controls is beyond the scope of this 
inspection.

Appliances: All Functioned as Intended

Page 36 of 58



Somewere In, Draper, UT 84020

Garage
Garage Type: Attached
Garage Size: 2 Car
Door Opener: Belt Drive


Condition: Satisfactory
Opener Safety Feature: Light Beam


Condition: Satisfactory

Comment 38:
Cover plates were missing and damaged in the garage. I recommend that you have 
a replacement cover plates be installed to help prevent possible shock or fire 
hazards.

Figure 38-1 Figure 38-2
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Report Summary
Site / Grounds
1) Downspouts had no extensions. This can result in water accumulating 
around the structure's foundation, or in basements. Accumulated water is a 
conducive condition to wood destroying insects and molds, it adds potential 
for flooding and may also cause the foundation to settle and possibly fail over 
time. Repairs should be made as necessary, such as installing extensions or 
installing and/or repairing tie-ins to underground drain lines, so rain water is 
carried at least several feet away from the structure to soil that slopes down 
and away from the structure.

Figure 1-1

2) I recommend that you prune or remove any plants and trees that are in 
contact or proximity to home to eliminate damage to the exterior and pathways 
of wood destroying insects. 
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(Report Summary continued)

Figure 2-1

3) The front walkway has settled about a half inch or so. This should not be a 
major concern. But could be considered a trip hazard, especially if settling 
continues. If it does, consider having the edges ground down or having it 
raised and leveled out by a concrete lifter. 

Figure 3-1
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(Report Summary continued)

4) Sprinklers were found to be spraying onto the exterior of the home and into 
window wells. I recommend that you have these sprinklers be properly 
adjusted to prevent any possible water related issues.

Figure 4-1 Figure 4-2

Figure 4-3

5) Grading at one of the back window wells was level with the top of the well. I 
suggest that you have this area dug down 6 inches or so below the top of the 
well to help prevent any possible water intrusion issues.
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(Report Summary continued)

Figure 5-1

Exterior
6) The seal at the block window at the back of the home was in poor condition. 
This may result in moisture from making its way behind the stucco and 
causing damage. I recommend having a qualified contractor evaluate and 
make repairs as necessary.

Figure 6-1
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(Report Summary continued)

7) Multiple windows at the home had missing and damaged screens. 
Replacement screens may be necessary if you wish to keep bugs out in the 
cooler months of the year. 

Figure 7-1 Figure 7-2

8) There was minor rusting noted at one of the backdoors. It would be a good 
idea to grind this area down and repainted to help prevent further rusting and 
deterioration. If rusting worsens, this door will need to be replaced in the 
future.
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(Report Summary continued)

Figure 8-1

9) Minor damage was noted to the stucco at multiple locations on the exterior. 
I recommend that you have a stucco contractor evaluate and make repairs as 
necessary to help prevent moisture from making its way beneath the stucco 
and possibly causing damage.

Figure 9-1 Figure 9-2
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(Report Summary continued)

Figure 9-3

10) Door trim has exposed wood due to deteriorated and weathered paint. It 
should be sanded or scraped  and repainted to prevent further damage.  Easy 
fix.  

Figure 10-1
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(Report Summary continued)

11) OSB he was exposed at the garages man door at the back of the home. I 
recommend having a qualified person make repairs as necessary to help 
prevent moisture from damaging this OSB. It is likely that larger trim will just 
need to be installed.  

Figure 11-1

Roofing
12) Rain gutters were missing at the east side of the home at the garage. I 
recommend that you consider having gutters installed to help prevent 
moisture at the foundation which may lead to accelerated settling.
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(Report Summary continued)

Figure 12-1

13) Debris had accumulated in the rain gutters. This is a conducive condition 
for wood destroying insects since gutters may overflow and cause water to 
come in contact with the structure's exterior or make water accumulate around 
the foundation. Gutters should be cleaned now and as necessary in the future.

Figure 13-1
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(Report Summary continued)

14) The plumbing vent boots are damaged and should be replaced to prevent 
water intrusion and possible damage.   

Figure 14-1 Figure 14-2

Structure: Attic
15) There were signs of moisture intrusion at two locations in the attic space. 
One at the side of the garage. The other above the front entryway. I 
recommend that you have a qualified roofer evaluate the roofs surface in 
these locations and make any repairs as necessary.
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(Report Summary continued)

Figure 15-1 Figure 15-2

Figure 15-3
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(Report Summary continued)

HVAC
16) There was a significant amount of staining on the floor and rusting inside 
of the HVAC unit. This is an indication that we may have had  an issue with the 
condensate drain line in the past. Because the air conditioning unit was not 
tested for an extended period time,further evaluation will be necessary to 
determine if there still an issue here. If concerned, I recommend that you have 
a an HVAC contractor evaluate and make any repairs as necessary.

Figure 16-1 Figure 16-2

17) The furnace filter was dirty. I recommend that you replace the filter to 
ensure efficiency of the unit. It was also incorrectly sized. I recommend that 
you make sure to install the properly sized filter to ensure the air does not 
bypass and cause any issues.
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(Report Summary continued)

Figure 17-1

18) There was a small gap between the return, just after the filter at the HVAC 
unit in the basement. I recommend that you seal this area even if it's just with 
foil tape to prevent air from entering into the unit before being filtered.

Figure 18-1
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(Report Summary continued)

Plumbing: Water Heater
19) The thermal expansion tank was not braced.  This may cause stress on the 
copper plumbing which could result in leaks. Recommend adding some 
bracing to prevent any problems. 

Figure 19-1

Bathrooms: Bathrooms
20) The drain in the basement bathroom sink drained a little slowly. Will most 
likely be fixed by using a liquid drain cleaner.  If drain cleaner does not do the 
trick a plumber may need to evaluate and repair as necessary. 
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(Report Summary continued)

Figure 20-1

21) One of the drawers in the master bathroom was off of its tracks and did 
not open and close as intended. Repairs to this chore will be necessary

Figure 21-1 Figure 21-2

22) Grout was deteriorated at the master shower. Repairs will be necessary to 
ensure that moisture does not make its way behind the wall and cause 
damage in the future.

Page 52 of 58



Somewere In, Draper, UT 84020

(Report Summary continued)

Figure 22-1

23) The hallway bathrooms toilet was loose.  A new wax ring may need to be 
installed. Toilets should be securely anchored to the floor to prevent 
movement and leaking.


Figure 23-1
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(Report Summary continued)

Interior
24) And interior window pane was cracked at one of the bedrooms at the front 
of the home. A replacement pane will need to be installed by a qualified 
contractor to prevent possible injuries.  

Figure 24-1

25) One of the louvers at the kitchen window was damaged. This entire set of 
blinds was also not secured properly. Repairs to the louver and the blind will 
be necessary.
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(Report Summary continued)

Figure 25-1 Figure 25-2

26) There was minor damage noted to a few windowsills throughout the home. 
This is likely due to some minor water intrusion. I recommend having a 
qualified contractor evaluate the windows at the exterior and seal them as 
necessary.  

Figure 26-1
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(Report Summary continued)

27) Minor damage was noted to the drywall in a few areas. You may wish to 
have repairs made. 

Figure 27-1

Laundry
28) The interior window pain in the laundry room was broken/missing. I 
recommend that you have this window replaced.

Figure 28-1
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(Report Summary continued)

Garage
29) Cover plates were missing and damaged in the garage. I recommend that 
you have a replacement cover plates be installed to help prevent possible 
shock or fire hazards.

Figure 29-1 Figure 29-2
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Thank you for allowing Hogan Home Inspection to perform your home inspection. Please call 
with any questions or concerns.
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